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Procurement Division 
400 Rivermont Drive, Columbia, SC 29210 

803-602-0831 Direct   803-771-8722 Fax
nkelley@riverbanks.org Email

AMENDMENT TO SOLICITATION 
AMENDMENT NO. 1  

SOLICITATION NO. P2025-02-01 

ISSUE DATE: 04/15/2025 

DATED: 07/01/2025     

PROJECT: Digital Marquee 

Attachments 

See attached Digital Marquee specifications, site visit attendance sheet and picture of the sign on the Botanical 
Garden 

Offerors must acknowledge receipt of this amendment by one of the following methods: (a) By signing and returning one 
copy of this amendment with your bid; (b) By acknowledging receipt of this amendment on each copy of the bid submitted; 
or separate letter which includes a reference to the solicitation and amendment numbers.  Failure of your acknowledgment 
to be received at the Purchasing Office prior to the hour and date of the opening may result in rejection of your offer.  If by 
virtue of this amendment, you desire to change an offer already submitted, such change may be made by letter, provided 
such letter makes reference to the solicitation and this amendment and is received prior to the opening hour and date 
specified. 

COMPANY NAME: _____________________________________________________________ 

NAME & TITLE OF AUTHORIZED REPRESENTATIVE______________________________ 

AUTHORIZED SIGNATURE ______________________________ 

Noelle Kelley 
Noelle Kelley 
Procurement Manager 

mailto:nkelley@riverbanks.org
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Service Access:
 Front and rear access-standard
Environmental Protection:
 Fully-sealed IP-67 module, and PLR
LEDs per Pixel:
 3 color matched LEDs: 1 red, 1 green, 1 blue
Viewing Angle:
 160° H x 70° V
Compliance Information:
	 UL,	cUL,	UL-Energy	Verified,	IBC		 	
 2006/2009, FCC Compliant
Operating Temperature: 
 -30° to +120° F (-34° to +49° C)
Contrast:
	 High-contrast,	non-reflective	louver	design	
Color Capability:
 19 bit - 144 quadrillion

Model Specifications for 4200 Series Digital Billboards

Light Control Standards:
 Complies with local, federal, and   
 industry light output standards
Diagnostics:
 Advanced diagnostics checks over 2,400  
 information points every hour including:
 - Pixel and LED health
 - Module and display temperatures
 - Display dimming
 - Non-visual alerts
 - Visual inspection
Filterless Display:
 Less maintenance, sealed components 
 with increased reliability
Display Calibration:
 Factorycalibrated individual LEDs

Display Dimming:
 256 dimming levels
Integrated Control System:
 - Governs hold times
 - Limits media to static images
Visual Verification:
 - Webcam
 - Retractable webcam arm (where   
   applicable)
SmartLink™:
 Remote control and redundant 
 communication
Multidirectional Light Sensor System: 
   Multi-direction sensing with 
 power-saving algorithms
Surge Suppression:
 Standard

Available in the following line spacing:
20 mm, 16 mm and 15 mm
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